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’ PROPOSED POLE AND FIXTURES

© POLE NUMBER

[ __Jie
BH PROPOSED HANDHOLE

* 32"x 19" x 18" DEEP FOR UP TO 10 CONDUITS

PROPOSED LIGHTING CONTROL CABINET

M (TYP)

* 36" x 24" x 18" DEEP FOR OVER 10 CONDUITS

myv PROPOSED CONCRETE VAULT WITH (4' x 4')

GENERAL NOTES:

1. REFER TO SPECIFICATIONS FOR ADDITIONAL INFORMATION.

2. STUB OUT AND CAP 2" CONDUIT FROM EACH HANDHOLE FOR FUT!

2'C (B6 & C3/C4)

2'C (A5/A6)

2'C (B5)

2'C (A3/A4)

2'C (B3/B4)

2'C (A1/A2, B1 & B2)

2'C (AT/A8 & B7/B8)

2'C (RECEPTS. AL, A3, A6 & A8)

2'C (SECURITY LTG FIELD No.'s 1, 2, 3 & 4)
2'C (C1/C2)

1-2'C (EMPTY TO 480V PANEL)

1-2'C (EMPTY TO 120V PANEL)

1-2'C (EMPTY TO LIGHTING CONTROL PANEL)
2" (SCOREBOARD - EMPTY)

2"C (B6 & C3/C4)
2'C (SCOREBOARD - EMPTY)

2'C (C3/C4)
2'C (SCOREBOARD - EMPTY)

2'C (C3/C4)
2'C (EMPTY)

2'C (A5/A6, RECEPT. ON A6 & SECURITY LTG FIELD 3)
2'C (B5)

2'C (A3/A4, RECEPT. ON A3 & SECURITY LTG FIELD 4)
2'C (B3/B4)

2'C (EMPTY)

2'C (A5/A6 & SECURITY LTG FIELD 3)
2'C (B5)
2'C (EMPTY)

2'C (B5)
2'C (EMPTY)

2'C (A3/A4, RECEPT. ON A3 & SECURITY LTG FIELD 4)
2'C (B3/B4)
2'C (EMPTY)

0|00 0] & 000

2'C (B3/B4)
2'C (EMPTY)

2'C (A3/A4 & SECURITY LTG FIELD 4)
2'C (B3/B4)
2'C (EMPTY)

Gl

2'C (B3/B4)
2'C (EMPTY)

&)

2'C (A1/A2, B1 & B2)
2'C (RECEPT. ON AL, SECURITY LTG FIELD 1)
2'C (AT/A8 & B7/B8)

2'C (RECEPT. ON A8, SECURITY LTG FIELD 2)
2'C (C1/C2)

2'C (SCOREBOARD - EMPTY)

2'C (Al/A2, B1 & B2)
2'C (RECEPT. ON AL, SECURITY LTG FIELD 1)
2'C (AT/A8 & B7/B8)

2'C (RECEPT. ON A8, SECURITY LTG FIELD 2)
2'C (EMPTY)

2'C (AT/A8 & B7/B8)
2'C (RECEPT. ON A8, SECURITY LTG FIELD 2)
2'C (EMPTY)

016 @

2°C (ATIAB & BT/B8)
2'C (RECEPT. ON A8, SECURITY LTG FIELD 2)
2'C (EMPTY)

2'C (ATIA8, B7/B8 & SECURITY LTG FIELD 2)
2'C (EMPTY)

00

2'C (B7/88)
2'C (EMPTY)

2'C (A1/A2, B1 & B2)
2'C (RECEPT. ON AL, SECURITY LTG FIELD 1)
2'C (EMPTY)

g

2'C (ALA2 & B2)
2'C (RECEPT. ON AL, SECURITY LTG FIELD 1)
2'C (EMPTY)

2'C (ALA2 & B2)
2'C (SECURITY LTG FIELD 1)
2'C (EMPTY)

2'C (B2)
2'C (EMPTY)

1-2'C (C1/C2)
2'C (EMPTY)

1-2'C (C1/C2)
1-2'C (SCOREBOARD - EMPTY)

06 @6

1-2'C (C1/C2)
1-2'C (SCOREBOARD - EMPTY)

7

PROPOSED UNDERGROUND RPVC CONDUIT
PROPOSED UNDERGROUND 2" RPVC P.A. CONDUIT

EXISTING IRRIGATION ERVICE
CABANET. CONNECT TO NEW
SERVICE. SEE DRAWING E3.

320

20

REMOVE CONDUCTORS
INSTALL HANDHOLE AND EXT}
CONDUIT TO VAULT

RE-INSTALL CONDUCTO
LIGHTING CONTRO!

BINET

22

1

i
DUGOUT (TYPICAL)

b

POSSIBLE
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374

P

15

354

366 /

368

379

372

)

EXISTING
IRRIGATION SYSTEM (TYP)

STAINLESS STEEL
BANDING (TYPICAL)

THREADLESS CONNECTOR
BEND CONDUIT TO SUIT

1" GALVANIZED RMC

AT

POLE ——={

LOCKABLE
RECEPTACLE
ENCLOSURE

ORIENT UNDER SPORTS LIGHTING
ELECTRICAL ENCLOSURE

COUNTY PADLOCK

MAXIMUM RECEPTACLE
LOAD = 1000W

24"

FINISHED GRADE

1-2" RPVC

TOPA.
HANDHOLE

P.A.

AT

T\ 1
.\QF‘///“.// / RMC TO R.PVC ADAPTOR

[~+———1"R.PVC TO HANDHOLE

RECEPTACLE MOUNTING DETAIL (POLES

Al, A3, A6 & A8

N.T.S.

R.PVC COUPLING

CONCRETE HANDHOLE

OR VAULT

[TEND EXISTING 2-2" SPARE
TRIB!

ION SYSTEM. SEE
XISTING IRRIGATION
\TE WITH OWNER.

20"

(MINIMUM)

HANDHOLE/VAULT TO SIT ON CONCRETE
12" X 12" X 2" PATIO BRICKS (TYPICAL AT
EACH SIDE OF BOX)

R.PVC CONDUIT
16 (NUMBER & SIZE VARIES)

CURITY LIGHT ON
ES A1 TO A8, B1 & B8

LID

R
—

it

B

Laly
e

Y

CLEAR DRAIN ROCI

FACTORY BEND

NOTES

1. INSTALL LID ON CONCRETE HANDHOLE/VAULT BEFORE
BACKFILLING, TAMPING & PAVING OPERATIONS.

2. INSTALL TOP OF HANDHOLE/VAULT FLUSH WITH
FINISHED GRADE.

CONCRETE HANDHOLES AND VAULT

'OMMON TRENCH (TYPICAL)

N.T.S.

TOP OF TRENCH RESTORED TO
ORIGINAL CONDITION OR BETTER.

N RESOD GRASS AREAS.

3" WIDE DETECTABLE
ELECTRICAL CAUTION TAPE

PA SYSTEM

BACKFILL WITH EXCAVATED MATERIAL
MINIMUM 1FT SEPARATION

10"

2'-0" MINIMUM

CONDUIT

TRENCH WIDTH

TO SUIT CONDUITS

CONDUIT INSTALLATION NOTES

-

w

IS

. ALL UNDERGROUND CONDUITS SHALL BE SCHEDULE 40
. ALL EMPTY CONDUITS SHALL BE CAPPED AND HAVE NYLON PULL STRING.
. ALL TRENCHES SHALL HAVE DETECTABLE ELECTRICAL CAUTION TAPE ABOVE CONDUITS.

~—— ELECTRICAL SYSTEM CONDUITS (NUMBER VARIES)

. CONTRACTOR TO MAKE CERTAIN EXISTING BMP FACILITIES AND UNDERGROUND PIPING AND

INSTALLATIONS ARE NOT DISTURBED DURING CONSTRUCTION. ANY DAMAGE TO EXISTING

SYSTEMS SHALL BE

REPAIRED AT NO COST TO OWNER.

CONDUIT INSTALLATION

N.T.S.
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